
How to use the software 
Weather station 3.1(485) 

After completely install the software  Weather Station 3.1(485)!. You can open 
the software from your computer. Follow picture 1. 

 
Picture 1. 

 
You can see the software main page with Picture2. 

 

Picture 2 
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You must select the correct serial port. After restart, the software will connect the 
weather station automatically.  

You can find a correct serial port by click the right key of your mouse on  My 
computer! and select Properties->Hardware->Device Manager->Ports. And you can 
find  Cp210x USB to UART Bridge Controller! in here. The follow port name is the 
USB virtual serial port. 

   Step 1 

 Step 2 
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   Step 3 

   Step 4 

   Step 5 

     Step 6 
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When the software connect the weather station successfully. It can read the 
weather station parameter. Include Station ID, Family Code, Wind speed, wind 
direction, temperature, light mode, light status, light intensity, light sensor level, light 
threshold.  

 

Picture 3 
 

You can use the  System Setting! menu follow picture 4.  

 

Picture 4 
 

System setting include station ID setting, daylight saving and light intensity 
setting, record rate and file save interval setting, default setting.  
    Station ID setting use to change the station ID you like. 

Daylight saving and light intensity can be used only system running with default 
mode or program mode. When you select system running with daylight saving the 
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light threshold value must be setting. If  light sensor level! higher than  light 
threshold!, it means that this time is daytime. Then system will running with day light 
saving mode, The LED will be turn off. If in nighttime,  light sensor level! is lower 
than  light threshold!. Then system will be running with normal mode. The LED will 
be turn on or flash. If you don#t need to turn off the LED, you can set the  light 
threshold! 255.  Light threshold! default value is 150. Light intensity setting can 
change LED light level, when system running with default mode or program mode. 

Record rate means that how long the software record the weather station#s data.  
File save interval means that how long the software will save the record file.  
Default is setting the weather station#s parameter with initial value. 

 
Picture 5. 

You can use the  Light Program! menu follow picture 6. 

 

Picture 6 
Light program can save the LED cycle period to the system program light mode 

with you liked. 
a). Select the Light mode location to save the LED cycle period.  

b). Dragging ruler mark of the cycle period to select the length of cycle period. 

c). Click the arrays space to select the LED status, upper is to control red LED array, 

downer is to control blue LED array. If the space color is red or blue means this step the 

red LED array or the blue LED array is turn on. Otherwise is turn off.  
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d) The interval means each step time in the cycle period. 

 

Picture 7 

 
 

After the Light Program Success, you can use it by select the program light mode. Follow 

Picture 8. Then system will be running with the program you selected. When you had selected the 

program light mode, also you can use the system setting to change the light intensity or daylight 

saving.  

 

 

Picture 8 


